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Section 3 RESULTS

Summary of Results.

1. Prior to addition of BORPower® additive: On the 4™ October the following test
results were recorded.

1.1 [RTE/BTAC Type 1, part 1, Test high speed: 11.35mpg at average
speed of 45.20 mph.

1.2 [RTE/BTAC Type 1, part 2, Stop start circuit: 9.72 mpg at an average
speed of 22.9mph.

1.3 Average of part 1 and 2: 10.73 mpg at an average speed of 33.85 mph -

2 After addition of BORPower® additive: On the 9™ October the following test
results were recorded.

2.1 IRTE/BTAC Type 1, part 1, Test high speed: 12.516 mpg at an average
speed of 44.4 mph.

2.2 IRTE/BTAC Typel, part 2, Stop start circuit:  10.825 mpg at an average
speed of 22.825 mph.

2.3 Average of part 1 and 2:  11.88 mpg at an average speed of 33 mph #

3 Recorded and ohserved improvement in fuel consumption fellowing the
application of BORPower?® additive .

3.1 IRTE/BTAC type 1 test high speed: 10.274% improvement

3.2 IRTE/BTAC type 2 stop start circuit: 11.36% improvement

3.3 Average of part 1 and part 2: 10.817% improvement #
# The average has been calculated on the total distances covered and the fuel
consumed on each of the Type 1 Evaluations carried out on the 4™ and 9™ October
2008. That is the fuel consumed and the distance covered during part | of each test
plus the fuel consumed and he distance covered during part 2 of each test.






